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EP-FINE  
 
 
Code No./colour Base EPQ 7100 grey 
 Hardener EPX 9900 dark grey 
Description EP-fine is universal, solvent-, and phenol-free EP-filler, which is characterized by excellent 

resistance to water and very good sanding properties. 
Recommended use As perfect filler on different substrates like aluminium, steel, wood and GPR to prepare them 

for application of primers. Suitable for both underwater and above water line. Steel- and 
aluminium substrates should be primered with Wilckens EP-Primer before using EP-Fine.  
EP-Fine can be used for repair of osmotic defects. 

Product information  
Solids volume Solvent free 
Recommended DFT/WFT to 1 cm DFT 
Theoretical coverage abt. 1 m²/ltr. at 1 mm DFT 
Specific gravity abt. 1,0 g/cm³ 
Ingredients  
  Base Hardener  
Mixture weight 2 1 
  
Flash point > + 100°C 
Storage  abt. 6 months, in a closed container under normal conditions for unmixed component 
Application   
Pot life  1 hr. at 20°C 
Method of application  Each component has to be stirred separately, after wards mix base and hardener thoroughly, 

preferably with mechanical stirrer. The  product should not be used at temperatures below  
+ 10°C. By heating up to 60°C, the curing can be acc elerated. 

Thinner  Ready to use ; 2K EP Thinner for cleaning the equipment  
Drying time Temperature + 10°C + 20°C + 30°C 
at 65 %  relative humidity  Dust dry  6 hrs. 4 hrs. 2 hrs. 
 Overcoatable          min. 12 hrs. 8 hrs. 4 hrs. 
 sandable 48 hrs. 24 hrs. 16 hrs. 
 Ready for use 72hrs. 48 hrs. 24 hrs. 
 During application the temperature of the surface should be at least 3°C above the dew point 

of the air. 
Applications temperature + 10°C till + 30°C 
Surface preparation  Grease, oil and other contaminations should be removed with 2K-EP thinner. 

The surface must be free of rust, mill scale, oil, salt and moisture. Loose old paint has to be 
removed and blemishes must be mechanically cleaned.  Suitable primers for steel, 2K EP-
Primer. The relative humidity should be between 40 % - 85 %. 

Generals   
Safety precautions  Hardener   - corrosive   

contains: benzyl alcohol; m-xylylendiamine; 3-aminomethyl-3,5,5-trimethylcyclohexylamine 
- harmful by inhalation and if swallowed 
- causes burns 
- may cause sensitization by skin contact 
- empty containers should be disposed of in accordance with the requirements of [national 
  associations to add appropriate legislative references] 
Basis   - Irritant    - dangerous for the environment 
contains: reaction product: bisphenol A-(epichlorhydrin); epoxy resin (number average 
molecular weight <= 700); bisphenol F-(epichlorhydrin) epoxy resin MW<700;  
2-ethylhexylglycidether 
- irritating to eyes and skin  - may cause sensitization by skin contact  -  toxic to aquatic 
  organisms, may cause long-term adverse effects in the aquatic environment   -  Keep locked 
  up and out of the reach of children  -  avoid contact with skin  -  in case of contact with eyes, 
  rinse immediately with plenty of water and seek medical advice. 
- do not empty into drains  -  Wear suitable protective clothing, gloves and eye/face 
  Protection  -  in case of accident or if you feel unwell, seek medical advice immediately 
  (show the label where possible),  -  if swallowed, seek medical advice immediately and show 
  this container or label  -  use only in well-ventilated areas  -  do not breathe vapour 
- contains epoxy constituents.  -  may produce an allergic reaction  -  this Product isn’t subject 
  of the VOC-Paint Directive (2004/42/EC) 

General remarks   
 


